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RFID + Fingerprint 
Time & Attendance System

K21 Pro
RFIDFingerprint

SpecificaƟon

Fingerprints Capacity : 800
Card Capacity : 800
TransacƟon Storage : 80,000
Push Data : Yes
Fingerprint sensor : 500 DPI Oƫcal Sensor
FAR : <=0.0001% / FRR : <=1%
IdeIdenƟcaƟon Speed : <= 1sec
Algorithm Ver : 10
LED Indicator : Green/Red
Schedule Bell/Speaker : Mini Speaker
CommunicaƟon :  TCP/IP, USB
Standard Features : Self Service Query,
SSR Recorder, AutomaƟc Status Switch,DST
Dual Mode : Either SSR Mode or SoŌDual Mode : Either SSR Mode or SoŌware Mode

Power Supply  : 5 V DC, 0.8 Amps
OperaƟng Temprature : 0°C to 45°C
OperaƟng Humidity : 20% -80%
Dimension : 185 x 138 x 45mm

CompaƟble SoŌware & SDK:
- ePush ervice web eTimeTracklite
    web applicaƟon
- eTimeTracklite desktop
Major ApplicaƟons:
- Time & AƩendance, School AƩedance, 
   ProducƟon Management, Gym & clubs


